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Light Output Ratio:           100.0%

Luminaire Power:              0 W

SHR Nominal:                  0.75      Calculated using the TM5

SHR Maximum:                  0.80      fine grid method.

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.276
Temperature:25.3DEG Humidity:65.0%

Test Distance:5.340m [K=1.0000]Operators:003
Test Date:2014-07-09 Remarks:
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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: DL18618/01WW-R White

DIM.: 

MFR.: Donolux

TYPE:Down light

SPEC.:45°

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:0V I:0A P:0W PF:0  Lamp Flux:643.374x1 lm
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AVERAGE BEAM ANGLE(50%):43.3 DEG
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





Bridgelux V8

9

18.3

643.374

1

18.3

1119

100.0

643.37

DIRECT

0.0

100.0

0.64

0.68

0.0,50.0

0.0,50.0

0.75

0.80

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.276
Temperature:25.3DEG Humidity:65.0%

Test Distance:5.340m [K=1.0000]Operators:003
Test Date:2014-07-09 Remarks:
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ISOCANDELA DIAGRAM
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Imax:1119(H0.0,V0.0)
 (At:C=0.0,Gamma=0.0)

UNIT: cd

 5% 55.93
10% 111.9
15% 167.8
20% 223.7
25% 279.6
30% 335.6
35% 391.5
40% 447.4
45% 503.3
50% 559.3
55% 615.2
60% 671.1
65% 727.0
70% 783.0
75% 838.9
80% 894.8
85% 950.7
90% 1007
95% 1063

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.276
Temperature:25.3DEG Humidity:65.0%

Test Distance:5.340m [K=1.0000]Operators:003
Test Date:2014-07-09 Remarks:
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AAI Figure

0.5m
1.64ft

39.49cm
1.296ft

2835,4474lx
263.4,415.7fc

1m
3.281ft

78.98cm
2.591ft

708.8,1119lx
65.85,103.9fc

1.5m
4.921ft

118.47cm
3.887ft

315.0,497.1lx
29.27,46.18fc

2m
6.562ft

157.96cm
5.182ft

177.2,279.6lx
16.46,25.98fc

2.5m
8.202ft

197.45cm
6.478ft

113.4,179.0lx
10.54,16.63fc

Height Eavg,Emax DiameterAngle:43.10deg

Flux out:363.5 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.276
Temperature:25.3DEG Humidity:65.0%

Test Distance:5.340m [K=1.0000]Operators:003
Test Date:2014-07-09 Remarks:


